
URMET IS IN YOUR LIFE

INDOOR
STATIONS

> Possibility of connection with other indoor stations

> Automatic door opener service

> Auto-on function

> Possibility of connection with existing 2Voice system

> Compact

>  Built-in induction loop for hearing-aid users1750 | 1150 - 1150/1 - 1150/35 - 1183/5
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� DS1750-003

ITALIANO
Il videocitofono Sch.1750/1 è dedicato all’utilizzo in impianti videocitofonici del sistema �Voice.

DESCRIzIONE DEI COMPONENTI E CARATTERISTICHE
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1. Tasto apriporta 
2. Led verde presente sotto al tasto apriporta
3. Pulsante 
4. Pulsante 
5. Pulsante 
6. Led bicolore
7. Morsetti per collegamento al sistema
8. Dip-switch di configurazione:
	 a.  2 per definire il numero del posto interno   
      all’interno dell’appartamento
 b.  8 per definire il numero dell’appartamento   
      nella colonna

 Per le impostazioni dei dip-switch fare 
riferimento al libretto di sistema

= =
ONON

9. Predisposizione per collegamento entra-esci   
 con accessorio Sch. 1750/50
10. Luminosità
11. Colore
12. Viti di bloccaggio del videocitofono alla staffa

Components description and features:

> For 2Voice systems
> Door phone with handset for wall mounting 
> Colour: polished white. Ringer selection for outdoor call and floor call
> MUTE function 
> Door opener button and 3 additional buttons for additional functions 

(entrances opening, staircase light control, exchange call, etc.)
> Second driveway door opening
> Call and other active functions warning LED
> Possibility to make 3 intercom calls
>  Provision for installation with 503 flush-mounting boxes and round 

2.362 in 60 mm dia. boxes
> Programming with dip-switch

1183/5

> 16:9 colour monitor display with 4.3" handset
> Colour: polished white
> Call volume regulation
> Ringer selection for outdoor call and floor call
> MUTE function
> Brightness and colour adjustment
>  Door opener button and 3 additional buttons for additional functions 

(entrance opening, staircase light control, exchange call, etc.)
> Second driveway door opening
> Call and other active functions warning LED
> Possibility to make 3 intercom calls
>  Metal bracket for wall mounting with provision for installation with 503 

flush-mounting boxes and round 60 mm 2.362 in dia. boxes
> Programming with dip-switch
> Integrated induction loop for hearing-aid users 

1750/1

> For analogue systems 4+n and 1+1 
> Door phone with handset for wall mounting
>  Colour: polished white
> MUTE function (optional)
>  Door opener button and 3 additional buttons for additional functions 

(entrance opening, staircase light control, intercom call, etc.)
>  Provision for installation with 503 flush-mounting boxes and round 

2.362 in 60 mm dia. boxes
> Micro receiver with phone plug
> Electronic call on loudspeaker

1150 - 1150/1 - 1150/35 ANALOGUE
S Y S T E M S

D I G I T A L
S Y S T E M S

D I G I T A L
S Y S T E M S
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Dimensions: 7.874 x 6.889 x 2.047 (1.063) in | 200 x 175 x 52 (27) mm - 1. Door opener button - 2. Green LED located under door opener button - 3. 4. 5. Button - 6. Two-

coloured LED - 7. Terminals for system connection 8. Configuration dip-switch 9. Pre-set for in/out connection with accessory Sch. 1750/50 - 10. Brightness - 11. Colour 

- 12. Screws to fasten video door phone to the supplied metal bracket.

1+N
4+N

4+N

Dimensions: 

7.874 x 3.543 x 2.047 (1.063) in

200 x 90 x 52 (27) mm

Dimensions: 

7.874 x 3.543 x 2.047 (1.063) in

200 x 90 x 52 (27) mm


