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The AX 300VFD is a perfect home receiver with a clear VED display. An external 12V power supply also makes this receiver an ideal
solution for your camping holiday. The set offers a self-learning remote control for TV control. By connecting an external hard drive
or USB stick, the device becomes a multimedia station, giving the viewer flexibility in planning a TV evening. The AX 300 series of
receivers has been appreciated by customers from all over Europe for many years.
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MAIN FEATURES:

- Tuner: DVB-S/DVB-52

- Video resoultion: 576p, 720p, 1080i, Full HD 1080p
- Power: 12V - Ideal for Camping

-VFD display

- Self learning RCU

- Wi-Fi support via USB

- Software update via USB

- Low power consumptioon (in stand-by mode: >1W)
- DISEqC 2.0

- dHello Protocol

- SCR Support (EN50494/EN50607)

- EPG - (Electronic program guide)

- Multilingual menu (OSD)

- Parental lock for Channels and Menu

- Channels & Favourite list Editor

- Sort/Group/Search Channel options

- Remove/Lock/Skip/Move/Rename Channel editing
- Teletext and Subtitles support
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HARDWARE:

- VFD display

- Input/Qutput F-Type/IEC-Female
-1x USB 2.0

- Coaxial

- HDMI port

- TV SCART

-DC 12V

- 4AMB flash memory

- 512MB SDRAM memory

SOFTWARE:

Hotel Mode

Teletext

Multi-functional EPG

Recording (PVR) and TimeShift function

AUDIO & VIDEO:

Video

Video system
Progressive Scan

PAL SECAM, MPEG-2,MPEG-4,H.265

YES
HD Ready YES
YPbPr Input 480ilp,720p, 1080i
HDMI Input 480i/p,720p,1080i
VGA Input UP to 1366x768 @ 60Hz
Color Temperature Adjustment YES
Audio
Sound System BIG,D/K, LLIL,MPEG-1 layer 1/2,NICAM
Stereo sound YES
Maximum Audio Output 2=8W
Equalizers YES(4 Modes)
Effects YES
DODATKOWE INFORMACIJE

High Efficiency Video Coding (HEVC) - stand ard kompresji
wideo opracowany jako naste pca H.264/MPEG-4

AVC (Advanced Video Coding). HEVC miat zwigkszy< dwukrotnie
kompresje danych w porawnaniu do H.264/MPEG-4 AVC

przy zachowaniu tej samej jakosci obrazu, Wspiera rozdzielczosci
do 8192x4320, co sprawia ze jest kodekiem zdolnym do
kompresowania strumieni UHDTV.

- EPG - (electronic program guide)

- Multilingual menu (OSD)

- Parental lock for channels and menus
- Channel list editor and favorites

- Channel sort / group / search options

Delete / Block / Skip / Move / Rename

- Teletext and subtitle support

LOGISTIC DATA:

Pieces in the package: 1 pc.

Product dimensions: 180x130x40mm
Product weight (NET): 432g

Package dimensions: 250 x 167 x 55mm
Package weight: 550g

Packages on a EURO pallet: 600 pcs
EURO pallet height: 195 cm

Custom Code: 8528711900

Art. No. TUNO131

AX 300 VFD AX 300VFD
with PVR without PVR
TUNO131-PVR TUNO131-NO PVR

PRODUCER/PRODUCENT:

AX TECHNOLOGY Sp. zo.0. Sp.k.
ul. Szczecifiska 1W

72-003 Dobra, Poland
www.axtechnology.eu
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