[bookmark: _Hlk126666145]Upgrade procedure for SRT7040

For the update to SW 7040_V1.0.5_06022023.abs you must disconnect the antenna input to the unit.

<Upgrade by USB>
Download the required update file for your receiver model from the support page on our website www.strong.tv or contact your local dealer.
 
Unzip the file on your computer, if necessary, and copy it to root folder of your USB storage device. The USB device must have been formatted in FAT32.
Connect the USB storage device to the USB port of the receiver. Press [MENU] and select {Tools}, then {Upgrade By USB} to update the software select at {Upgrade Mode} the option {Allcode}. At {Upgrade File} select the correct upgrade file, the file has the extension abs.

Then select {Start}, and press [OK] to initiate the upgrade process. An attention banner will now be displayed. Press [OK] to confirm {Yes} the update (or {No} to cancel it). The update process will take some time. After the update process has been completed the receiver will restart and then show the {Welcome} page. You can now safely remove the USB device, and then remove update software from the device (at the PC), to prevent accidental updating again. From here you can install the unit like before.


[Note]: If the update causes a Flashburn error, press exit and check if the antenna signal was removed, then enter the USB-Update menu again, select the same software and start the process again.

[Warning]: NEVER power off the receiver or remove the USB device during the software update process. Doing so might cause irreparable damage to your receiver and will void your warranty. 

[Note:] In certain instances it can be advised on the website to upgrade the unit with the {Maincode} option in stead of {Allcode}. 

The {bootlogo} and {Radioback} are for Strong internal use.






